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PROPOSED PAVEMENT SECTION

HEIGHT OF SOIL RETENTION
REQUIRED AT BACK OF
BARRIER BASE/SUBBASE

TEMP SOIL SUPPORT
REQUIRED

FOR EXCAVATION
ALONG CTA TRACK

HEIGHT OF -SOIL RETENTION,

FROM BACK OF BARRIER

BASE/SUBBASE (0.77° + 6

SOIL RETENTION SYSTEM

PROPOSED PAVEMENT SECTION

TEMP SOIL SUPPORT
NOT REQUIRED

CALCULATION OF HEIGHT OF TEMP SOIL SUPPORT

% 80 SF OF EARTH RETENTION IS REQUIRED FOR EACH DRAINAGE

STRUCTURE. SEE DRAINAGE SCHEDULES FOR DRAINAGE
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FOR EXCAVATION
ALONG CTA TRACK

STRUCTURES REQUIRING EARTH RETENTION
% % AREA REFLECTS EARTH RETENTION SYSTEM REQUIRED IN

ADDITION TO THAT REQUIRED FOR THE PROPOSED DRAINAGE

STRUCTURES, SEE SHEET 114.
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SOIL RETENTION SCHEDULE

HEIGHT OF RETENTION
NBDR STATION FT(SET 6 BEHIND | SOI RETERTION AREA
BARRIER BASE)
1213481 0.00 0.0
1214+31 0.98 290
1214481 1.39 69.5
1215431 159 79.5
1215481 1.90 95.0
1216+31 1.98 99.0
1216481 1.78 83.0
1217+31 1.43 .5
1217+81 1.49 74.5
1218+31 143 7.5
1218+81 1.27 63.5
1219431 L7 58.5
1219+81 133 66.5
1220+31 130 65.0
1220481 114 57.0
1221431 L2 56.0
1221481 112 56.0
1222431 1.10 5.0
1222481 0.63 3L5
1223431 0.00 0.0
1259431 0.00 0.0
1259+81 0.85 2.5
1260+31 0.00 0.0
1312481 0.00 0.0
1313+31 1.34 67.0
1313481 0.00 0.0
NUMBER OF
DRAINAGE STRUCTURES 109 8720.0
1206458 - 1208+93 1255.0
1211490 - 1213+0 640.0
TOTAL 11932.0
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